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EKOVILLA X MONO ROOF SK-2

PRODUCT INFORMATION

Ekovilla Mono Roof SK-2 is a three-layer, vapor-permeable roof
membrane made from PE nonwoven and a unique monolithic
functional film, ensuring superior vapor permeability and water-
tightness. Special stabilization additives provide up to 3 months of
UV resistance, allowing delayed installation of the final roof covering.
Equipped with two integrated self-adhesive edge tapes for simplified
installation.

APPLICATIONS

Ekovilla Mono Roof SK-2 membrane is designed for initial covering of insulated,

ventilated sloping roofs, including fully sarked applications. No ventilation gap is

needed between the membrane and thermal insulation, allowing direct installation on insulation.
Final roof covering requires batten and counter-batten assembly.

INSTALLATION

Start unrolling the Ekovilla Mono Roof SK-2 membrane from the eaves to the ridge. Secure the membrane by stapling
it to the roof structure. Overlap membrane joints by 150 mm and seal them using the two integrated self-adhesive
edge tapes to ensure a watertight connection.

The membrane’s UV resistance allows up to 4 weeks of exposure before the final roof covering must be installed.

TECHNICAL DETAILS ADVANTAGES

Extremely strong structure
Waterproof

Weight 200 g/m2

L ]

Water vapour permeability, Sd 0,25 m ¢ UV resistant
Water tightness w1 * Diffusion c_:pen
¢ Self adhesive edges
Reaction to Fire E ACCESSORIES
Tearing resistance (MD/CD) 180/230 N EKOVILLA X NAIL SEAL TAPE
Tensile strength (MD/CD) 400/270 N/50mm
Elognation (MD/CD) 160 %
Flexibility at low temperatures at -40 degrees conforming

PACKAGE INFORMATION

GTIN Width Length Area Weigth Pallet package

6419412000180 1,5m 50 m 75 m2 15 kg 25 rolls/pallet*

*Dimensions 150x75x70cm
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